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»Balkan Route: A Welcoming Transit - AID 012590/02/7”
,Balkanska ruta: Prijem u tranzitu (BRAT) — AID 012590/02/7”

LOT 2: Tehni¢ko odrzavanje skladista u Tuzli — gradevinski radovi
LOT 2: Technical maintenance of the warehouse in Tuzla — construction

works

Predmjer radova za tehni¢ko uredenje skladista u Tuzli

Bill of quantities for the technical maintenance of the warehouse in Tuzla

Radovi na objektu skladista
Works on warehouse building

GRADEVINSKI RADOVI
CONSTRUCTION WORKS

Jedini¢na
cijena bez [Ukupno bez
. Koli¢ina |[PDV-a (KM)|PDV-a (KM)
E?gj' gséscription L‘J]r':/llt Numper of | Unitcost | Total VAT
units VAT excluded
excluded (KM)
(KM)
1 2 3 4 5 6
RusSenje pregradnih zidova od OpeKe (PIoK
opeke) mokrih &vorova, ru¢no bez
upotrebe jakih masina, iznoSenje, utovar i
transport na deponiju.
Obraéun po m2
1 m2 60
Demolition of partition walls made of bricks| m2

(brick blocks) in wet areas, manually
without the use of heavy machinery,
removal, loading, and transport to the
landfill.

Rillina ner m2




RUsElje ZId0vVa Zda pProlaZ u Z1aoviilia
dimenzija 150 x 210 cm od opeke (blok
opeke), ruéno bez upotrebe jakih masina,
iznoSenje, utovar i transport na deponiju.
Otvore osigurati podupira¢ima ispod
otvora i u dva reda sa boc¢nih strana na
svakih 40 cm.

Obracun po komadu.

Demolition of walls to create an opening in| kom
walls of dimensions 150 x 210 cm made of [ pcCs
bricks (brick blocks), manually without the
use of heavy machinery, removal, loading,
and transport to the landfill.
The openings must be secured with props
beneath the opening and in two rows on
the sides at every 40 cm.
Rillin~ nar niara
Dimenzija: 150x210cm
Dimensions: 150x210cm
TZrada naavratika anmenzia min 2Z0xXZ5
cm betonom MB 30 i armiranih sa +3012 i
vilicama ®8/20 RA 400/500. Cijenom
obuhvatiti izradu potrebne oplate. Otvore
osigurati podupiranjem podupiradima na
svakih 40 cm.
Obracun po komadu.
Construction of a lintel with dimensions of [ kom
at least 20x25 cm, using concrete MB 30, pcs
reinforced with £3F12 and F8/20 clamps
RA 400/500. The price should include the
fabrication of the necessary formwork. The
openings must be supported with props
every 40 cm.
(‘_:ulr‘l ||ni_'inn Nnar niara
Dimenzija: 20x25x190cm
Dimensions: 20x25x190cm
Obrada Spaleta otvora produznim
malterom
Obracéun po komadu.

kom
Treatment of the window jambs with pcs

finishina plaster.
Dimenzija: 150x210cm

Dimensions: 150x210cm




LUuydarijc UsITLCTIT PUVISITIa 2Z1UUvVd. INd
sve uglove postaviti ugaonike sa
mrezicama. Zatim bojenje zidova
disperzivnom bojom u 2 premaza na
prethodno nanesSenu impregnaciju. Boja
bijela. Zidovi nakon izvedenih molersko
farbarskih radova moraju biti ravni bez
vidljivih neravnina. Cijenom obuhvatiti
upotrebu skele.

Obracun po m2.

Scraping of damaged wall surfaces. Install
corner protectors with mesh on all corners.
Then, paint the walls with dispersion paint
in two coats over a previously applied
primer. The color is white. After completing
the painting and decorating work, the walls
must be smooth with no visible
unevenness. The price should include the
use of scaffolding.

OCalolatinn nor vn?

m2
m2

370

Mijestimi¢no struganje ostecenih povrsina
plafona, gletovanje i bojenje plafona
disperzivnom bojom u 2 premaza na
prethodno naneseni primer. Po potrebi
izvrSiti premaz za prekrivanje "fleka" (tipa
Dupa-inn Caparol ili ekvivalent). Boja
bijela. Plafoni nakon izvedenih molersko
farbarskih radova moraju biti ravni bez
vidljivih neravnina. Cijenom obuhvatiti
upotrebu skele (Visina plafona 4,30m).
Obradun po m2.

Occasional scraping of damaged ceiling
surfaces, plastering, and painting of the
ceiling with a dispersion paint in two coats
over a previously applied primer. If
necessary, apply a covering coat for 'stain'
(e.g., Dupa-inn Caparol or equivalent).
The color is white. After completing the
painting and decorating work, the ceilings
must be smooth with no visible
unevenness. The price should include the
use of scaffolding (ceiling height 4.30m).

m2
m2

135




Restauracija starih drvenih vrata:
Skidanje stare boje po potrebi, brusenje,
bajcanje, impregnacija i gitovanje
oStecenih povrsina vrata i dovratnika i
bojenje poliuretanskim lakom 2 x uz
prethodno nanosenje prajmera. Boja
prema postojeco;.

Cijenom obuhvatiti nabavku i ugradivanje
novog okova koji je identican starom,
brava cillindricna sa tri kljuca. Sa metalnih
okova ukloniti boju i rdu, nanijeti temeljni
premaz i 2 x premaz poliuretanskim lakom.
Obracun po komadu.

Restoration of old wooden doors:
Remove old paint if necessary, sanding,
staining, impregnation, and filling
damaged areas of the doors and door
frames, followed by painting with
polyurethane varnish in two coats, after
applying a primer. The color should match
the existing one.

The price should include the procurement
and installation of new hardware identical
to the old, including a cylindrical lock with
three keys. For metal hardware, remove
paint and rust, apply a primer, and then

apply two coats of polvurethane varnish.
Dimenzija: 80x210cm

Dimensions: 80x210cm

kom
pcs

Restauracija starih drvenih prozora:
Skidanje stare boje po potrebi, brusenje,
bajcanje, impregnacija i gitovanje
oStecéenih povrsina vrata i dovratnika i
bojenje poliuretanskim lakom 2 x uz
prethodno nanoSenje prajmera. Boja
prema postojeco;.

Cijenom obuhvatiti nabavku i ugradivanje
novog okova koji je identican starom.
Obracun po komadu.

Restoration of old wooden windows:
Remove old paint if necessary, sanding,
staining, impregnation, and filling
damaged areas of the windows and
window frames, followed by painting with
polyurethane varnish in two coats, after
applying a primer. The color should match
the existing one.

The price should include the procurement
and installation of new hardware identical
to the old.

kom
pcs




Dimenzija: 80x80cm |
Dimensions: 80x80cm

UKUPNO ZA I) GRADEVINSKI RADOVI
TOTAL FOR 1) CONSTRUCTION WORKS

REKAPITULACIJA
RECAPITULATION

| |GRADEVINSKI RADOVI
PREPARATORY WORKS

Al [Radovi na objektu skladista
Works on warehouse building

N

REKAPITULACIJA SVIH RADOVA
RECAPITULATION OF ALL WORKS

Radovi na objektu skladista

ot Works on warehouse building

UKUPNO
TOTAL

PDV 17%
VAT 17%

SVEUKUPNO
GROSS TOTAL

POPUST
DISCOUNT

UKUPNA CIJENA SA POPUSTOM
TOTAL PRICE WITH DISCOUNT

Prije po€etka izvodenja radova, 1zvodac¢ radova je duzan uzeti mjere za sve bravarske

pozicije. lzvodac radova je odgovoran za preuzete dimenzije.

IzvodacC radova je duzan izvoditi radove u skladu sa vazec¢im Zakonom o gradenju i voditi
gradiliSnu dokumentaciju u skladu sa vazec¢im Zakonom o gradenju:

- Imenovati rukovodioca radova,
- Voditi gradevinsku knjigu i gradevinski dnevnik,

- Dostaviti dokaze o kvaliteteti ugradenih materijala i bravarije,

- Dostaviti dokaze da je otpad zbrinuo na deponiji (racun ili potvrdu),

- Na kraju izvedenih radova dostaviti 1zjavu da je radove izveo u skladu sa ponudom i dokaz

o kvalitetu ugradenih materijala.




